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Introducing our new line of Professional Spreaders

You now have another choice.  If you only spread fertilizer you will love the rugged economy of the ProScape® 

professional fertilizer spreader.  If you spread salt, PennMulch, lime or other high volume products you will appreciate

the versatility of the PennMulch® HVO model.  It converts from a 

standard fertilizer spreader to a HHigh VVolume OOutput unit in just seconds.

Both units slice through turf applications with ease.  High quality rugged

hoppers hold up to 100 pounds.  All metal components are stainless steel

for long service life.  The precision calibrationsystem includes fingertip 

on-the-fly third hole shutoff and an easy to read calibration indicator.  Like

all true pro spreaders, these units feature large 13” pneumatic tires and the preferred 5:1 gear ratio.  Units are shipped 80%

assembled and include a hopper cover to prevent spills and protect material in inclement weather.

Specifications of the PennMulch® and ProScape®

Professional Spreaders

• Converts: normal output to high volume output in seconds! (PennMulch HVO unit only)

• Hopper: molded from linear low density polyethylene with 3/16” wall thickness

• Capacity: 100 pounds    

• Frame: 1.0 inch diameter 300 series stainless steel

• Gears: self lubricating Nylatron GS® with 5:1 ratio 

• Bearings: Nylon 6/6 axle and wheel bearings

• Calibration: precision system including pattern 

adjustment and on-the-fly control

ProScape Professional Spreader Product Code: 85-75025

PennMulch HVO Spreader Product Code: 85-75026

A Division of LebanonSeaboard Corporation
1600 East Cumberland Street

Lebanon, PA  17042
www.lebanonturf.com

Professional Spreaders



Spreader Application Instructions

1.  Prepare a well-cultivated seed bed.

2.  Spread seed for effective soil/seed contact and lightly 
rake into soil.

3.  Apply PennMulch with a properly calibrated applicator.

4. For best results, irrigate after application with 0.2 - 0.4 inch-
es of water.   Do not remove PennMulch after application.

Rates

PennMulch Seed Accelerator can be applied at varying rates depending on soil conditions , seed variety, and desired
moisture retention level.  Applications should not obscure the soil.  Once expanded, coverage should range from
20% to 60% of the visible surface.  The following chart shows recommended rates for typical applications. 

Lbs/1,000 Sq. Ft.
Rate/MSF      Bag/Acre   Nitrogen   Phosphorous   Potassium

55 Lbs 48 0.55 1.65 0.55
65 Lbs 57 0.65 1.95 0.65
75 Lbs 65 0.75 2.25 0.75
85 Lbs 74 0.85 2.55 0.85

PennMulch Seed Accelerator application settings for commercially available equipment
spreader setting chart to apply 75 lbs of PennMulch Accelerator per 1,000 sq. ft.

Equipment Setting

Coverage 

Width

Ground

Speed 

Gandy 36” x 42” drop 
1.2” fixed-rate bottom

with spread plate shut-
off wide open

36” or 42” 3.0 mph

Gandy 60” drop 80-wide open 5’ 3.0 mph

Spyker Mulch-N-More 
Mulch spinner basket

with maximum 
hopper opening

7-8’ 2.5 mph

PennMulch HVO
Prizelawn Bigfoot HVO 

Hinged hopper plate
wide open

36”wheel-to-wheel for
overlap spread

2.5 mph

Milcreek Turf 50 Topdresser 2nd hole 10’ with hood 3.25 mph

Turfco Mete-R-Matic  Topdresser 2.5 6’ 2.5 mph

Turfco Mete-R-Matic Self Propelled Topdresser 2 5’ 3.5 mph

Vicon Pendulum 72
28” at 32” high

with wheel-to-wheel
overlap

2.5 mph

Kuhn 
80-wide open

PTO Speed 540
45’ 1.25 mph

Toro Topdresser 1800 7 6’ 3.0 mph

Earth & Turf Topdresser 2 3/8 15’ 3.0 mph

Ty-Crop w/ Topdresser attachment 3 (belt=3) 6’ 3.0 mph

Ty-Crop w/ Disc attachment 65 30’ 3.0 mph

The original is all you need

PennMulch Seed Accelerator is the only seed establishment product containing patented Moisture
Cell Technology.  Comprised of super-absorbent polymers, Moisture Cell Technology can absorb
up to 400 times its weight in water, which causes the pellets to expand.  As the seed bed dries,
the microscopic polymer crystals release water back into the soil, providing the new seedlings
with the moisture they need to grow healthy and strong.  Though there are a number of look-alike
products on the market, university testing shows that none can match the results of PennMulch
Seed Accelerator.

Eliminates Weed Problems

Straw and hay contain weed seeds and perennial grass varieties like Orchard
grass and Timothy that cannot be selectively controlled once new turf is estab-
lished.  PennMulch Seed Accelerator contains no weed seeds.  Don’t waste your
time, valuable labor, and premium seed only to have it ruined by weeds.

Improved efficiency

Only PennMulch Seed Accelerator contains a complete feeding of starter fertilizer.  PennMulch also helps eliminate call-
backs by reducing or eliminating dry spots and inconsistent seedling fill in.  And unlike straw or hay, PennMulch never needs
to be raked and removed and will not blow into the neighbor’s yard or swimming pool.

Cost effective

You’re a reputable professional and you guarantee your work.  It’s estimated that up to 30% of the cost of seeding jobs is asso-
ciated with returning time and again to fix areas that don’t fill-in properly.  PennMulch Seed Accelerator can’t guarantee that
your customers will water, but it is proven to speed up seedling establishment.  With PennMulch you are less reliant on cus-
tomers and weather to provide moisture, which means a greatly reduced chance of seedling failures.

Easy to apply

The PennMulch HVO spreader is the ideal fast and easy way to apply PennMulch.  There are also several other walk-behind
HVO or High Volume Spreaders that can apply PennMulch Seed Accelerator quickly and easily.  Most of these can be con-
verted for use with standard fertilizers and can be used for other applications such as salt spreading or topdressing.  For larger
applications we have tested dozens of large volume spreaders and found most will deliver the proper rate of PennMulch.
Refer to the spreader calibration chart for more details.

PennMulch Seed Accelerator, by LebanonTurf, is a pelleted seed establishment
mulch comprised of recycled newsprint, starter fertilizer, and Moisture Cell
Technology - a patented super-absorbent polymer.  It has a wide range of uses and
is perfect for golf course superintendents, athletic field managers, irrigation 
companies, cemetery groundskeepers and other turf and lawn care professionals.
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Straw          PennMulch

Hydroseeding Instructions

PennMulch Seed Accelerator
works well in conventional
hydroseeding equipment.
When applying, used approx-
imately 40 lbs. of PennMulch
per 100 gallons of water.
(Rates vary based on desired
thickness of slurry at the 
nozzle and machinery used.)
Mix PennMulch and water
for approximately 10 minutes
or until pellets are hydrated
into a slurry.
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